
Overview

Components illustrated:

1. Adjustable Base Plate UJB

2. Base Standard UVB 24

3. Ledger UH 300, UH 300 Plus*

4. Ledger UH 150, UH 150 Plus*

5. Standard UVR 300

5a.      Standard UVR 200

5b.      Standard UVH 100

6. Staircase UAS 75 x 300/200

7. Stair Guardrail UAH

8. Stair Guardrail UAG

9. Steel Deck UDG 25 x 300**

10. Anchoring levels

*Ledger UH may be replaced by Ledger UH Plus

**Steel Deck UDG may be replaced by Industrial Deck UDI

***UHA Half may be replaced by UHA (18)

Components shown later:

11. Spindle Locking UJS

12. Locking Pin ø 48/57

13. Spigot UH.

14. Ledger UH 250

15. Steel Deck UDG 25 x 150**

16. Steel Deck UDG 25 x 75**

17. Ledger UH 75

18. Ledger to Ledger Coupler UHA

19. Ledger to Ledger Coupler UHA Half***

20. Ledger to Ledger Coupler UHA Half w. Spigot
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Alternating In Line

PERI UP Flex Stairs 75
Instructions for Assembly and Dismantling – Short lift system to SG4:15



Introduction

Intended use

Product description

These Instructions for Assembly and 

Dismantling are supplementary to the 

PERI UP Flex Stairs 75 Instructions for 

Assembly and Use – Standard 

Configuration. All notes and data 

contained therein remain valid. 

They describe the configuration for stair 

towers with the staircase units in the 

same direction and stair towers with 

alternating staircase units as a means 

of access for temporary work to be 

carried out on working areas situated 

above ground level.

The assembly and dismantling 

sequences describe a short-lift system 

of work in compliance with NASC 

SG4:15 Preventing Falls in Scaffolding 

Operations.
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Presentational reference

The illustrations indicate the sequences for 

one bay size option. They are valid for both 

2.5m and 3.0m bay options.

Components highlighted in red indicate 

temporary installed components removed 

before completion of the tower.
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Safety considerations
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Personal Protection

Ensure persons are clipped to suitable 

anchor point before moving on and off 

temporary platforms.

For the scaffolds in this manual, safe 

connection points are:

� Any Rosette within a completed 

scaffold lift.

� Any Rosette up to 1m above a top 

platform level.

� Any Ledger connected between two 

uprights within a completed scaffold 

lift.

� Any Ledger connected between two 

uprights up to 1m above a top 

platform level.

Inspecting the anchoring

All anchor connections to the supporting 

structure should be tested in 

accordance with NASC TG4:17 

Anchoring Systems for Scaffolding.

PERI UP Flex Stairs 75
Instructions for Assembly and Dismantling – Short lift system to SG4:15



Always begin erecting at the highest 

point, preferably at an internal corner.

A1.1 Load distributing base area

Erecting the scaffold must follow the 

sequence described below!

Settlement must be avoided! The 
scaffold must only be erected on 
suitable distribution plates on ground 
or structure capable of withstanding 
all imposed loads!

Lay the Ledgers UH 300 (3) and Ledgers 

UH 150 (4) down to determine the length of 

the surface to be scaffolded. This will fix 

the distance between the Adjustable Base 

Plates UJB (1)

A1.2 Adjustable Base Plates UJB

Position Adjustable Base Plates (1) at the 

ends of the Ledgers UH 300 Plus (3) & 

Ledgers UH 150 (4).

A1.3 Changes in base level

Steps, slopes and changes in level can be 

accommodated using adjustment of the 

Adjustable Base Plates / Base Spindles.

UJB 38-80/55

Yellow handle

Base Spindles TR 38-70/50, without 

coloured handles, may be used instead of 

Adjustable Base Plates UJB (1). Extension 

range = 47mm – 535mm to top of collar 

handle.

Adjustable Base Plates UJB 38-50/30 with 

red handles have a maximum extension of 

355mm to top of collar handle. Adjustable 

Base Plates UJB 38-80/55 with yellow 

handles have a maximum extension of 595 

mm. to top of collar handle. Check with 

PERI for suitability of use.

A – Assembly and Dismantling – Alternating

A1 Assembling the base

UJB 38-50/30

Red handle

Fig.A1-2

Fig.A1-3
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Fig.A1-1

1

3

4
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A1.4 Base Standard UVB

Place Base Standards UVB 24 (2) over the 

Adjustable Base Plates UJB (1) and 

position at the required distance from the 

wall. Ensure all UVB Ø11 holes are aligned 

in same direction.
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1

A1.5 Ledger UH

Form a base frame by connecting the Base 

Standard UVB 24 (2) longitudinally with the 

Ledger UH 300 (3) and transversely with 

the Ledger UH 150 (4).

Ensure all Ledgers UH are level by 

adjusting the Adjustable Base Plates (1).

Place Steel Decks UDG (9) on the Ledgers 

UH 150 (3) as an assembly aid to check 

squareness. 

Do not secure Ledger wedges at this stage

The decks used at the base are an aid to 

erection only, they may be removed later.

Ø11 
hole

A1 Assembling the base

Fig.A1-5

Fig.A1-4

Fig.A1-7

Fig.A1-6

Fig.A1-8
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A2 Assembling the first level

A2.1 Vertical Standards UVR

PERI recommend using UVR 300 (5) at the

first level.

Insert Vertical Standards UVR (5) into the 

Base Standards UVB (2) ensuring 

alignment of the Ø11 holes.

Place Spigot UH (13) on lower Ledger UH 

150 (4).

.

Attach UH Ledgers (3 / 4) to the Rosett on

the Vertical Standards UVR (5), then

securely fix all wedges at UVB level using

a 500g hammer.

Attach the internal Ledger UH 300 (3),

connected to the end Ledgers UH 150 (4)

with Ledger to Ledger Coupler UHA Half

(19).

Do not secure wedges at UVR level at this

stage.

A2.2 Ledgers UH

2

Ø11 
hole

Ø11 
hole

Fig.A2-1

Fig.A2-2

Other combinations of standards (e.g. UVR

200 inside with UVR 300 outside) are

structurally acceptable, but the customer

must ensure safe method of erection &

striking.

Fig.A2-3
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A2 Assembling the first level

A2.3 Staircase and guardrails

Place Staircase UAS (6) on Ledgers 150 

(4). Securing hooks open and close when 

the unit is lowered on to the Ledgers UH 

150 (4).

Securing hooks must be flush with the 

Deck after fitting.

Mount Stair Guardrails UAG (8) in the 

position shown (Fig A2-4.b)

Fig.A2-4
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Fig.A2-4a Fig.A2-4b

A2.4 Base lift guardrails

Attach Ledgers UH 300 (3) and UH 150 

(4).

Insert Vertical Standard UVH 100 (5b) into 

the Spigot UH (13)

Attach the internal Ledger UH 300 (3), 

connected to the end Ledgers UH 150 (4) 

with Ledger to Ledger Coupler UHA Half 

(19) and to the Rosett of the Standard UVH 

100 (5b) 

Attach Ledgers UH 75 (17) to the uprights 

at the open end

Fig.A2-5

19
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A2 Assembling the first level

A2.5 Guardrails

Reposition Steel Decks UDG 300 (9) to

position shown.

From this platform level attach external

Ledgers UH 300 (3) and Ledgers UH 150

(4) to the Vertical Standards UVR (5).

Attach the temporary internal Ledger UH

300 (3), connected to the end Ledgers UH

150 (4) with Ledger to Ledger Coupler

UHA Half (19).

Attach the temporary internal Ledger UH

75 (17), connected to the Ledgers UH 300

(3) with Ledger to Ledger Coupler UHA

Half (19)

Attach Steel Decks UDG 75 (16) to create

a temporary platform.

Securely fix all wedges at UVR level using

a 500g hammer

First lift completed.

A2.6 Temporary Platform

Fig.A2-6
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Fig.A2-7
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A3 Assembling additional levels

A3.1 Vertical Standards UVR

PERI recommend using UVR 200 (5a) at

the additional levels.

Other combinations of standards (e.g. UVR

200 inside with UVR 300 outside) are

structurally acceptable, but the customer

must ensure safe method of erection &

striking.

Insert Vertical Standards UVR 200 (5a)

into the inner lower Standards UVR

ensuring alignment of the Ø11 holes
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Attach external Ledgers UH 300 (3) and

Ledgers UH 150 (4) to the Vertical

Standards UVR (5a).

Attach the internal Ledger UH 300 (3),

connected to the end Ledgers UH 150 (4)

with Ledger to Ledger Coupler UHA Half

(19). (Fig A3-1)

Do not secure wedges at UVR level at this

stage.

A3.2 Ledgers UH

Fig.A3-2

A3.3 Staircase and guardrails

Place Staircase UAS (6) on Ledgers 150 

(4). Securing hooks open and close when 

the unit is lowered on to the Ledgers UH 

150 (4).

Securing hooks must be flush with the 

Deck after fitting.

Mount Stair Guardrails UAG (8) in the 

position shown (Fig A3-2a)

All additional levels, except for the top level 

repeat the following steps.

Fig.A3-2a

Fig.A3-1
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A3 Assembling additional levels

A3.4 Guardrails

Remove the temporary Ledger UH 75 (17),

and Ledger to Ledger Coupler UHA Half

(19), indicated in Fig. A3-2.

Reposition Steel Decks UDG 300 (9) to

position shown.

From this platform level attach external

Ledgers UH 300 (3) and Ledgers UH 150

(4) to the Vertical Standards UVR (5a).

Attach the temporary internal Ledger UH

300 (3), connected to the end Ledgers UH

150 (4) with Ledger to Ledger Coupler

UHA Half (19).

Attach the temporary internal Ledger UH

75 (17), connected to the Ledgers UH 300

(3) with Ledger to Ledger Coupler UHA

Half (19)

Attach Steel Decks UDG 75 (16) to create

a temporary platform.

Securely fix all wedges at UVR level using

a 500g hammer

Additional lift completed.

Repeat steps as required according to

tower height.

A3-5 Temporary Platform
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Fig.A3-5

Fig.A3-4
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A4 Assembling the top level

A4.1 Vertical Standards UVR

PERI recommend using UVR 200 (5a) at

the top level.

Insert Vertical Standards UVR 200 (5a)

into the inner lower Standards UVR

ensuring alignment of the Ø11 holes

Fig.A4-1
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Attach external Ledgers UH 300 (3) and

Ledgers UH 150 (4) to the Vertical

Standards UVR 200 (5a).

Attach the internal Ledger UH 300 (3),

connected to the end Ledgers UH 150 (4)

with Ledger to Ledger Coupler UHA Half

(19).

Do not secure wedges at UVR level at this

stage.

A4.2 Ledgers UH

A4.3 Staircase and guardrails

Place Staircase UAS (6) on Ledgers 150 

(4). Securing hooks open and close when 

the unit is lowered on to the Ledgers UH 

150 (4).

Securing hooks must be flush with the 

Deck after fitting.

Mount Stair Guardrails UAG (8) in the 

position shown (Fig A4-2a)

Fig.A4-2

Fig.A4-2a
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A4 Assembling the top level

A4.4 Guardrails

Remove the temporary Ledger UH 75 (17), 

and Ledger to Ledger Coupler UHA Half 

(19) indicated in Fig. A4-2.

Reposition Steel Decks UDG 300 (9) to 

position shown.

Place Spigot UH (13) on Ledger UH 300 

(3).

Insert Vertical Standard UVH 100 (5b) into 

the Spigot UH (13)

Attach external Ledgers UH 300 (3), 

Ledgers UH 150 (4) and Ledgers UH 75 

(17) to the Vertical Standards UVR 200 

(5a) and UVH 100 (5b). 

Attach the internal Ledger UH 300 (3), 

connected to the end Ledgers UH 150 (4) 

with Ledger to Ledger Coupler UHA Half 

(19).

Securely fix all wedges at UVR level using 

a 500g hammer.

Top lift completed.
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Fig.A4-3

Fig.A4-4
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A5 Safe storage of the Assembly Decks

A5.1 Steel Decks UDG

PERI recommend placing the temporary

Steel Decks UDG 25 x 300 (9) and UDG

25 x 75 (16) at the base lift during use of

the Stair Tower.

Decks are re-used during dismantling.

Tower completed.

Fig.A5-1
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A6 Anchoring
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A6.1 Short anchors

Fix Standard Coupler (10.2) with Wall Tie 

UWT 45 or short length of scaffold tube 

(10.1) to the inner leg.

Fix short anchor to the wall

Anchors are not designed to carry 
vertical loads!

- Anchors should be installed 

progressively along with the erection of 

the scaffolding.

- Fix with suitable fixings in accordance 

with NASC TG4:17.

- Insert the first row of anchors at a 

height of 3.0 m.

- Each anchor position consists of a 

short anchor and a triangulated anchor.

A6.2 Triangulated anchors

Fix the first Wall Tie UWT 220 or scaffold 

tube (10.3) with standard couplers (10.4) to 

the inner and outer Standards UVR. 

Fix the second Wall Tie UWT 220 or 

scaffold tube (10.3) with standard couplers 

(10.4) to the outer Standard UVR. 

Fix Wall Ties or scaffold tubes to the wall. 

Fig.A6-1

Fig.A6-2
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A7 Dismantling
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A7.1 Anchors

- Remove the anchors progressively with   

the staircase from top to bottom.

- In the event of work disruptions, the top 

level must not be extended more than 

3.0m. beyond the last anchor position.

A7.2 Top Level

Remove internal Ledger UH 75 (17) and 

external Ledgers UH 300 (3) with Ledger to 

Ledger Coupler UHA Half (19), Ledgers 

UH 150 (4), Ledgers UH 200 (21) and 

Ledger UH 75 (19) from the Vertical 

Standards UVR 200 (5b).

Remove both Vertical Standard UVH 100 

(5b) with the Spigot UH (13).

Reposition Steel Decks UDG 300 (9) to 

position shown (Fig. A7-2 )

Position Ledger UH 75 (17)  with Ledger to 

Ledger Coupler UHA Half (19) as guardrail.

Remove Guardrails UAG (8) and Staircase 

UAS (6).

Remove Ledgers UH 300 (3), Ledgers UH 

150 (4) and Ledger to Ledger Coupler UHA 

Half (19).

Finally remove Vertical Standards UVR 

200 (5a).

Top lift removed

Dismantle in reverse order from top to 

bottom as shown in the assembly procedure.

Fig.A7-1

Fig.A7-2

Attach the internal Ledger UH 300 (3), 

connected to the end Ledgers UH 150 (4) 

with Ledger to Ledger Coupler UHA Half 

(19).

Reposition Steel Decks UDG 300 (9) and 

UDG 75 (16) to position shown. (Fig. A7-1)
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A7 Dismantling

17

Reposition Steel Decks UDG 75 (16) to

position shown (Fig. A7-3).

Remove Ledgers UH 300 (3), Ledgers UH

150 (4), Ledger UH 75 (17) and Ledger to

Ledger Coupler UHA Half (19).

Reposition Steel Decks UDG 300 (9) to 

position shown (Fig. A7-4 )

Position Ledger UH 75 (17)  with Ledger to 

Ledger Coupler UHA Half (19) as guardrail.

Remove Guardrails UAG (8) and Staircase 

UAS (6).

Remove Ledgers UH 300 (3), Ledgers UH 

150 (4) and Ledger to Ledger Coupler UHA 

Half (19).

Finally remove Vertical Standards UVR 

200 (5a).

Intermediate lift removed

Repeat steps as required according to 

tower height.

A7.3 Intermediate level

Fig.A7-3

Fig.A7-4

All intermediate levels repeat the following 

steps.
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A7 Dismantling

A7.4 Base level

Reposition Steel Decks UDG 300 (9) to

position shown. (Fig.A7-5)

Remove the lower Ledgers UH 300 (3), 

Ledger to Ledger Coupler UHA Half (19), 

Ledgers UH 150 (4), Ledgers UH 75 (17), 

Standard UVH 100 (5b) and Spigot UH 

(13)

Remove Staircase UAS (6) and UAG (8).

Remove Ledgers UH 300 (3), Ledgers UH 

150 (4) and Ledger to Ledger Coupler UHA 

Half (19).

Finally remove Vertical Standards UVR 

200 (5a).

From the ground, remove final base

components

Dismantling completed

Fig.A7-6

Fig.A7-7

Fig.A7-5
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A8 Base reactions
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A8.1 Reaction forces for legs

The reaction forces for the stair towers with 

alternating staircase units are given in 

Table 1 and are dependant on the height of 

the tower, bay length and applied live load.

Maximum leg loads allow for the total live 

load with a 75/25 distribution on plan.

The live load assumption for the stair tower 

leg loads indicated is 2kN/m² for a 

maximum of 20 linear metres. The 

equivalent number of persons indicated is 

based on an allowance of 100kg per 

person allowing for person self weight plus 

small tools in accordance with BS 5975.

PERI recommend that the user displays 

clear signage indicating the permissible 

limits for personnel numbers thus:

PERI UP Flex Stairs 75
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Table 1 Bay Length = 2.5m Bay Length = 3.0m

Tower 

height 

(m)

Max. Leg 

Load

Equiv. 

No. of 

persons:

Max. Leg 

Load

Equiv. 

No. of 

persons:

2.3 3.5 6 4.1 8

4.3 5.1 10 6.0 12

6.3 6.8 13 7.9 16

8.3 8.5 17 9.9 20

10.3 10.1 20 11.8 24

12.3 11.8 23 13.3 27

14.3 13.4 27 13.7 27

16.3 13.8 27 14.1 27

18.3 14.2 27 14.6 27

20.3 14.6 27 15.0 27

22.3 15.0 27 15.5 27

24.3 15.4 27 15.9 27

26.3 15.8 27 16.3 27

28.3 16.3 27 16.8 27

30.3 16.7 27 17.2 27

32.3 17.1 27 17.7 27

34.3 17.5 27 18.1 27

36.3 17.9 27 18.5 27

38.3 18.3 27 19.0 27

40.3 18.7 27 19.4 27

42.3 19.1 27 19.9 27

44.3 19.5 27 20.3 27

46.3 19.9 27 20.8 27

48.3 20.3 27 21.2 27

50.3 20.7 27 21.6 27

52.3 21.1 27 22.1 27

54.3 21.5 27 22.5 27

56.3 21.9 27 23.0 27

58.3 22.3 27 23.4 27

60.3 22.7 27 23.8 27

62.3 23.2 27 24.3 27

64.3 23.6 27 24.7 27

66.3 24.0 27 25.2 27

Fig.A8-1
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UJB 38-80/55

Yellow handle

B – Assembly and Dismantling – In Line

B1 Assembling the base

UJB 38-50/30

Red handle

Fig.B1-2

Fig.B1-3

Fig.B1-1
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Always begin erecting at the highest 

point, preferably at an internal corner.

B1.1 Load distributing base area

Erecting the scaffold must follow the 

sequence described below!

Settlement must be avoided! The 
scaffold must only be erected on 
suitable distribution plates on ground 
or structure capable of withstanding 
all imposed loads!

Lay the Ledgers UH 300 (3) and Ledgers 

UH 150 (4) down to determine the length of 

the surface to be scaffolded. This will fix 

the distance between the Adjustable Base 

Plates UJB (1)

B1.2 Adjustable Base Plates UJB

Position Adjustable Base Plates (1) at the 

ends of the Ledgers UH 300 Plus (3) & 

Ledgers UH 150 (4).

B1.3 Changes in base level

Steps, slopes and changes in level can be 

accommodated using adjustment of the 

Adjustable Base Plates / Base Spindles.

Base Spindles TR 38-70/50, without 

coloured handles, may be used instead of 

Adjustable Base Plates UJB (1). Extension 

range = 47mm – 535mm to top of collar 

handle.

Adjustable Base Plates UJB 38-50/30 with 

red handles have a maximum extension of 

355mm to top of collar handle. Adjustable 

Base Plates UJB 38-80/55 with yellow 

handles have a maximum extension of 595 

mm. to top of collar handle. Check with 

PERI for suitability of use.

1

3

4
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B1.4 Base Standard UVB

Place Base Standards UVB 24 (2) over the 

Adjustable Base Plates UJB (1) and 

position at the required distance from the 

wall. Ensure all UVB Ø11 holes are aligned 

in same direction.

2

1

B1.5 Ledger UH

Form a base frame by connecting the Base 

Standard UVB 24 (2) longitudinally with the 

Ledger UH 300 (3) and transversely with 

the Ledger UH 150 (4).

Ensure all Ledgers UH are level by 

adjusting the Adjustable Base Plates (1).

Place Steel Decks UDG (9) on the Ledgers 

UH 150 (3) as an assembly aid to check 

squareness. 

Do not secure Ledger wedges at this stage

The decks used at the base are an aid to 

erection only, they may be removed later.

Ø11 
hole

B1 Assembling the base

Fig.B1-5

Fig.B1-4

Fig.B1-7

Fig.B1-6

Fig.B1-8
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B2 Assembling the first level

B2.1 Vertical Standards UVR

PERI recommend using UVR 300 (5) at the

first level.

Insert Vertical Standards UVR (5) into the 

inner Base Standards UVB (2) ensuring 

alignment of the Ø11 holes.

Place Spigot UH (13) on lower Ledger UH 

150 (4).

.

Attach UH Ledgers (3 / 4) to the Rosett on

the Vertical Standards UVR (5), then

securely fix all wedges at UVB level using

a 500g hammer.

Attach the internal Ledger UH 300 (3),

connected to the end Ledgers UH 150 (4)

with Ledger to Ledger Coupler UHA Half

(19).

Do not secure wedges at UVR level at this

stage.

B2.2 Ledgers UH

2

Ø11 
hole

Ø11 
hole

Fig.B 2-1

Fig.B2-2

Other combinations of standards (e.g. UVR

200 inside with UVR 300 outside) are

structurally acceptable, but the customer

must ensure safe method of erection &

striking.

Fig.B2-3
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B2 Assembling the first level

B2.3 Staircase and guardrails

Place Staircase UAS (6) on Ledgers 150 

(4). Securing hooks open and close when 

the unit is lowered on to the Ledgers UH 

150 (4).

Securing hooks must be flush with the 

Deck after fitting.

Mount Stair Guardrails UAG (8) in the 

position shown (Fig B2-4.b)

Fig.B2-4
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Fig.B2-4a Fig.B2-4b

B2.4 Base lift guardrails

Attach Ledgers UH 300 (3) and UH 150 

(4).

Insert Vertical Standard UVH 100 (5b) into 

the Spigot UH (13)

Attach the internal Ledger UH 300 (3), 

connected to the end Ledgers UH 150 (4) 

with Ledger to Ledger Coupler UHA Half 

(19) and to the Rosett of the Standard UVH 

100 (5b) 

Attach Ledgers UH 75 (17) to the uprights 

at the open end

Fig.B2-5
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B2 Assembling the first level

B2.5 Guardrails

Reposition Steel Decks UDG 300 (9) to

position shown.

From this platform level attach external

Ledgers UH 300 (3) and Ledgers UH 150

(4) to the Vertical Standards UVR (5).

Attach the temporary internal Ledger UH

300 (3), connected to the end Ledgers UH

150 (4) with Ledger to Ledger Coupler

UHA Half (19).

First lift completed.

Fig.B2-6
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B3 Assembling additional levels

B3.1 Vertical Standards UVR

PERI recommend using UVR 200 (5a) at

the additional levels.

Other combinations of standards (e.g. UVR

200 inside with UVR 300 outside) are

structurally acceptable, but the customer

must ensure safe method of erection &

striking.

Insert Vertical Standards UVR 200 (5a)

into the inner lower Standards UVR

ensuring alignment of the Ø11 holes

Fig.B3-2

Fig.B3-1

All additional levels, except for the top level 

repeat the following steps.

Attach external Ledgers UH 300 (3) and

Ledgers UH 150 (4) to the Vertical

Standards UVR (5a).

Attach the internal Ledger UH 300 (3),

connected to the end Ledgers UH 150 (4)

with Ledger to Ledger Coupler UHA Half

(19). (Fig B3-1)

Do not secure wedges at UVR level at this

stage.

B3.2 Ledgers UH

B3.3 Staircase and guardrails

Place Staircase UAS (6) on Ledgers 150 

(4). Securing hooks open and close when 

the unit is lowered on to the Ledgers UH 

150 (4).

Securing hooks must be flush with the 

Deck after fitting.

Mount Stair Guardrails UAH (7) and UAG 

(8) in the position shown. (Fig B3-2a)

Fig.B3-2a
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B3 Assembling additional levels

B3.4 Guardrails

Reposition Steel Decks UDG 300 (9) to

position shown.

From this platform level attach external

Ledgers UH 300 (3) and Ledgers UH 150

(4) to the Vertical Standards UVR 200 (5a).

Attach the temporary internal Ledger UH

300 (3), connected to the end Ledgers UH

150 (4) with Ledger to Ledger Coupler

UHA Half (19).

Additional lift completed.

Repeat steps as required according to

tower height.

Fig.B3-3
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B4 Assembling the top level

B4.1 Vertical Standards UVR

PERI recommend using UVR 200 (5a) at

the top level.

Insert Vertical Standards UVR 200 (5a)

into the inner lower Standards UVR

ensuring alignment of the Ø11 holes

Fig.B4-1

Attach external Ledgers UH 300 (3) and

Ledgers UH 150 (4) to the Vertical

Standards UVR 200 (5a).

Attach the internal Ledger UH 300 (3),

connected to the end Ledgers UH 150 (4)

with Ledger to Ledger Coupler UHA Half

(19).

Do not secure wedges at UVR level at this

stage.

B4.2 Ledgers UH

B4.3 Staircase and guardrails

Place Staircase UAS (6) on Ledgers 150 

(4). Securing hooks open and close when 

the unit is lowered on to the Ledgers UH 

150 (4).

Securing hooks must be flush with the 

Deck after fitting.

Mount Stair Guardrails UAH (7) and UAG 

(8) in the position shown. (Fig B4-2a)

Fig.B4-2

Fig.B4-2a
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B4 Assembling the top level

B4.4 Guardrails

Reposition Steel Decks UDG 300 (9) to 

position shown.

Place Spigot UH (13) on Ledger UH 300 

(3).

Insert Vertical Standard UVH 100 (5b) into 

the Spigot UH (13)

Attach external Ledgers UH 300 (3), 

Ledgers UH 150 (4), Ledgers UH 250 (14) 

and Ledger UH 75 (19) to the Vertical 

Standards UVR 200 (5b).

Attach the internal Ledger UH 75 (17), 

connected to the external Ledger UH 300 

(4) and Ledger UH 250 (14) with Ledger to 

Ledger Coupler UHA Half (19).

Securely fix all wedges at UVR level using 

a 500g hammer.

Fig.B4-3

Fig.B4-4

B4.5 Decks

Finally reposition Steel Decks UDG 300 (9) 

to position shown.

Top lift completed.
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B5 Anchoring

B6.1 Short anchors

Fix Standard Coupler (10.2) with Wall Tie 

UWT 45 or short length of scaffold tube 

(10.1) to the inner leg.

Fix short anchor to the wall.

Anchors are not designed to carry 
vertical loads!

- Anchors should be installed 

progressively along with the erection of 

the scaffolding.

- Fix with suitable fixings in accordance 

with NASC TG4:17.

- Insert the first row of anchors at a 

height of 4.0 m.

- Each anchor position consists of a 

short anchor and a triangulated anchor.

B6.2 Triangulated anchors

Fix the first Wall Tie UWT 220 or scaffold 

tube (10.3) with standard couplers (10.4) to 

the inner and outer Standards UVR. 

Fix the second Wall Tie UWT 220 or 

scaffold tube (10.3) with standard couplers 

(10.4) to the outer Standard UVR. 

Fix Wall Ties or scaffold tubes to the wall. 

Fig.B5-1

Fig.B5-2
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B6 Dismantling

B6.1 Anchors

- Remove the anchors progressively with   

the staircase from top to bottom.

- In the event of work disruptions, the top 

level must not be extended more than 

4.0m. beyond the last anchor position.

B6.2 Top Level

Attach the internal Ledger UH 300 (3), 

connected to the end Ledgers UH 150 (4) 

with Ledger to Ledger Coupler UHA Half 

(19).

Reposition Steel Decks UDG 300 (9) to 

position shown. (Fig. B6-1)

Remove Vertical Standard UVH 100 (5b) 

with the Spigot UH (13)

Remove internal Ledger UH 75 (17) and 

external Ledgers UH 300 (3) with Ledger to 

Ledger Coupler UHA Half (19), Ledgers 

UH 150 (4), Ledgers UH 200 (21) and 

Ledger UH 75 (19) from the Vertical 

Standards UVR 200 (5b).

Remove Staircase UAS (6), Stair 

Guardrails UAH (7) and UAG (8).

Dismantle in reverse order from top to 

bottom as shown in the assembly procedure.

Fig.B6-1

Fig.B6-2

Remove temporary Steel Decks UDG 300

(9).

Remove Ledgers UH 300 (3), Ledgers UH 

150 (4) and Ledger to Ledger Coupler UHA 

Half (19).

Finally remove Vertical Standards UVR 

200 (5a).

Top lift removed
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B6 Dismantling

B6.3 Intermediate level

All intermediate levels repeat the following

steps

Reposition Steel Decks UDG 300 (9) to

position shown.

Remove Ledgers UH 300 (3), Ledgers UH

150 (4) and Ledger to Ledger Coupler UHA

Half (19).

Fig.B6-3

Fig.B6-4

Remove temporary Steel Decks UDG 300

(9).

Remove Vertical Standards UVR 200 (5a)

and Ledgers UH 300 (3), Ledgers UH 150

(4) and Ledger to Ledger Coupler UHA

Half (19).

Intermediate lift removed

Repeat steps as required according to 

tower height.
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B6 Dismantling

B6.4 Base level

Reposition Steel Decks UDG 300 (9) to

position shown. (Fig.B6-5)

Remove the lower Ledger UH 300 (3), 

Ledger to Ledger Coupler UHA Half (18), 

Ledgers UH 150 (4), Ledgers UH 75 (17), 

Standard UVH 100 (5b) and Spigot UH 

(13)

Remove Staircase UAS (6) and Stair

Guardrails UAG (8).

Remove Vertical Standards UVR 300 (5)

and upper Ledgers UH 300 (3), Ledgers

UH 150 (4) and Ledger to Ledger Coupler

UHA Half (19).

From the ground, remove final base

components

Dismantling completed

Fig.B6-6

Fig.B6-7

Fig.B6-5
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B7.1 Reaction forces for legs

The reaction forces for the stair towers with 

in line staircase units are given in Table 2 

and are dependant on the height of the 

tower, bay length and applied live load.

Maximum leg loads allow for the total live 

load with a 75/25 distribution on plan.

The live load assumption for the stair tower 

leg loads indicated is 2kN/m² for 20 linear 

metres. The equivalent number of persons 

indicated is based on an allowance of 

100kg per person allowing for person self 

weight plus small tools in accordance with 

BS 5975.

PERI recommend that the user displays 

clear signage indicating the permissible 

limits for personnel numbers thus:

Table 2 Bay Length = 2.5m Bay Length = 3.0m

Tower 

height 

(m)

Max. Leg 

Load

Equiv. 

No. of 

persons:

Max. Leg 

Load

Equiv. 

No. of 

persons:

2.3 3.6 7 4.2 8

4.3 6.8 14 8.0 17

6.3 8.6 18 11.8 26

8.3 10.5 21 13.4 28

10.3 12.4 25 14.0 28

12.3 14.2 28 14.6 28

14.3 14.7 28 15.2 28

16.3 15.3 28 15.8 28

18.3 15.8 28 16.4 28

20.3 16.3 28 17.0 28

22.3 16.8 28 17.6 28

24.3 17.4 28 18.2 28

26.3 17.9 28 18.8 28

28.3 18.4 28 19.4 28

30.3 19.0 28 20.0 28

32.3 19.5 28 20.6 28

34.3 20.0 28 21.2 28

36.3 20.5 28 21.8 28

38.3 21.1 28 22.4 28

40.3 21.6 28 23.0 28

42.3 22.1 28 23.6 28

44.3 22.7 28 24.2 28

46.3 23.2 28 24.8 28

48.3 23.7 28 25.4 28

50.3 24.2 28 26.0 28

52.3 24.8 28 26.7 28

54.3 25.4 28 27.3 28

56.3 25.9 28 27.9 28

58.3 26.5 28 28.5 28

60.3 27.0 28 29.1 28

62.3 27.6 28

64.3 28.2 28

66.3 28.7 28

Fig.B7-1
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PERI Ltd

Contact information

1.0 Rugby
Head and Registered Office

Market Harborough Road

Clifton upon Dunsmore

Rugby

CV23 0AN

Tel: +44 (0)1788 861600

2.0 Brentwood

Warley Street

Great Warley

Brentwood

Essex

CM13 3JZ

Tel: +44 (0)1277 238820

3.0 Glasgow

331 Charles Street

Glasgow

G21 2QA

Tel: +44 (0)141 553 5252

4.0 Leeds

Office Suite C 

Tuscany Way

Wakefield Europort

Normanton

West Yorkshire

WF6 2UA

Tel: +44 (0)1924 899 848

5.0 Chepstow

Riverside Court

Beaufort Park

Chepstow

NP16 5UH

Tel: +44 (0)1291 626843

7.0 Belfast

3 Weavers Court Business Park

Linfield Road

Belfast

BT12 5GH

Tel: +44 (0)2890 224028

6.0 Birmingham

Unit 2625 

Kings Court 

The Crescent

Birmingham Business Park

Birmingham

B37 7YE

Tel: +44 (0)121 295 1345
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System-independent accessories

Column formworkWall formwork Slab formwork

Climbing systems Bridge formwork Tunnel formwork Shoring

Working scaffolds construction Working scaffolds industryWorking scaffolds facade Means of access

Safety scaffolds Safety systems Services

The optimum system
for every project and
every requirement
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